12 3W pixel backlight bars

1, Display panel key function

After boot, press Menu key to switch menu, press up(UP) or down(DOWN) to

select the set value, after setting, press confirm key(ENTER) to save, and show will
flicker for data to save.
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Basic usage:

MENU: select all functions

UP: selection of functional parameters

DOWN: the choice of function parameter decrement
ENTER: determine the current menu

—, Menu function
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=, channel value description

5-CH
' |
5-CH |Function Value Function module
! 1 ALL-Dimmer 000-255  ALL-Dimmer0%~ 100% .
00_0-008 Open ~ |General Control
2 AlLL-Strobe .
' 009-255 Stroboscope (Speed 0 - 100%) '
| 1 000-039 ALL |
f j 040-079  3535-3wWHITE+ 5730-0.2wWHITE
080-119 only5050-0.2wRGB ,
3 RUN-Mode _ Al Effects
_! 120-159 5730-0.2wWHIE+5050-0.2wRGB >
j i 160-199  only5730-0.2WWHITE |
|

200-239  3535-3wWHITE + 5050-0.2wRGB



[240-255  only3535-3wWHITE

4 Function PORORY eeF |
008-255 chase .
5 l Speed Conrol | 000- 255 chase speed I
14-CH
5-CH |Function Value #1E
1 ALL-Dimmer 000-255 0%~ 100% S8
2 3535-Dimmer 000-255 0%~ 100%
000-008 Open
3 3535-Strobe
009-255 Stroboscope (Speed 0 - 100%) 3535-3w
000-007 Manual WHITE
4 -Functi
3535-Function 008-255 chase
5 3535-Speed Conrol  [000- 255 chase speed
6 5730-Dimmer 000-255 0%~ 100%
7 5730-Strobe i
009-255 Stroboscope (Speed 0 - 100%) 5730-0.2w
000-007 Manual WHITE
8 5730-F i
unEan Lomose chiase
9 730-Speed Conrol ~ |000- 255 chase speed
10 5050-Dimmer 000-255 0%~ 100%
11 5050Strobe MEOA0%
008-255 Stroboscope (Speed 0 - 100%)
000-007
12 5050 Run Col 50
untolor 1908-255 Color R G B mix A
000-007 Manual
13 5050 F ti
unElEn  bpgaes sa50 Colorchiase
14 5050 Speed Conrol 000- 255 5050 Color chase speed
Function4
CH DMX Value
000-007 invalid
008-019 ‘Ichase 1
Function
020-032 chase 2
032-043 chase 3
044-055 chase 4




e : = Ao
L

| 056067  |chases
| 068-079 chase 6
i 080-091 chase 7
092-103 chase 8
104-115 chase 9 |
116-127 chase 10
128-139 chase 11
140-151 chase 12
152-163 Chasel 3 -
164-175 chase 14
176-187 chase 15
189-199 Chasel 6
200-211 chase 17
212-223 Chasel 8
|' 224-235 chase 19
| 236-255 chase 20
75CH
CH DMX function
1 | 000255 |000-255  ALL-Dimmer0%~ 100%
2 i ggg—ggg ;ESEOSCOpe (Speed 0 - 100%)
i 3 000-255 [3W-White light 1 brightness adjustment
i 4 : 000-255 3W-White light 2 brightness adjustment :
5 | 000-255 [3wW-White light 3 brightness adjustment
6 | 000255 |sw-white light4 brightniess agjusment i
i 7 'l 000-255  [3W-White light 5 brightness adjustment i
8 - . 000-255 [3W-White light 6 brightness adjustment
9 . 000-255 [3W-White light 7 brightness adjustment
10 000-255 [3wW-White light 8 brightness adjustmem. —|
11 000-255  |[3W-White light 9brightness adjustment |
12 650-255 3W-White light 10 brightness adjustment
13 ] 000-255 | 3W-White light 11 brightness adjustment ]
14 ._O(_JO:iSBT_ 3W-White light 12 brightness adjustmer.n l
15 0. 2W-White licht 1 bri !
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000-255

0.2W-White light 2 brightness adjustment

16
17 000-255 [0.2w-White light 3 brightness adjustment
18 000-255 |0.2W-White light 4 brightness adjustment
19 000-255 [0.2W-White light S brightness adjustment
20 000-255 |0.2W-White light 6 brightness adjustment
21 000-255  |0.2wW-White light 7 brightness adjustment
22 000-255  |0.2w-White light 8 brightness adjustment
23 000-255 |0.2W-White light 9 brightness adjustment
24 : 000-255 |0.2wW-White light 10 brightness adjustment
25 000-255  |0.2W-White light 11 brightness adjustment
26 000-255 |0.2W-White light 12 brightness adjustment
27 000-255 |0.2W-White light 13 brightness adjustment
28 000-255  Lamp 1 Red Light Brightness Regulation
29 000-255  |Lamp 1 Green Brightness Regulation
30 000-255  |Lamp 1 Blue Brightness Regulation
31 000-255  |Lamp 2 Red Light Brightness Regulation R
32 000-255  Lamp 2 Green Brightness Regulation
33 000-255  Lamp 2 Blue Brightness Regulation
34 000-255  Lamp 3 Red Light Brightness Regulation
35 000-255 ELamp 3 Green Brightness Regulation
36 000-255 !Lamp 3 Blue Brightness Regulation
37 000-255  |Lamp 4 Red Light Brightness Regulation
38 000-255  |Lamp 4 Green Brightness Regulation
39 000-255 iLamp 4 Blue Brightness Regulation
40 _000-255 Lamp 5 Red Light Brightness Regulation
41 000-255 Lamp 5 Green Brightness Regulation
42 000-2_55- -ELarnp S Blue Brightness Regulation
43 000-255 |Lamp 6 Red Light Brightness Regulation
44 000-255 %Lamp 6 Green Brightness Regulation
45 000-255 éLamp 6 Blue Brightness Regulation

.-46 000-255 ‘;Lamp 7 Red Light Bri_ghtness Regulation -
47 000-255 ELamp 7 Green Brightness Regulation
48 000-255 ?Lamp 7 Blue Brightness Regulation
49 N 000-255 éLamp 8 Red Light Brightness Regulation |

000-255 gLamp 8 Green Brightness Regulation I




B 51 "‘*600-255'"“ La-rnp 8 Blue Brightne;;R_egulatioTnm TECTL e T
52 000-255 |Lamp 9 Red Light Brightness Regulation
53 000-255 |Lamp 9 Green Brightness Regulation
54 000-255 |Lamp 9 Blue Brightness Regulation
55 000-255 |Lamp 10 Red Light Brightness Regulation
56 000-255 |Lamp 10 Green Brightness Regulation
57 000-255 |Lamp 10 Blue Brightness Regulation
58 000-255  |Lamp 11 Red Light Brightness Regulation
59 000-255 |Lamp 11 Green Brightness Regulation
60 000-255 |Lamp 11 Blue Brightness Regulation
61 000-255 |Lamp 12 Red Light Brightness Regulation :
62 000-255 |Lamp 12 Green Brightness Regulation
63 000-255 |Lamp 12 Blue Brightness Regulation
64 000-255 |Lamp 13 Red Light Brightness Regulation
65 000-255 |Lamp 13 Green Brightness Regulation
66 000-255  |Lamp 13 Blue Brightness Regulation
67 000-255 |Lamp 14 Red Light Brightness Regulation
68 000-255 |Lamp 14 Green Brightness Regulation
69 000-255 |Lamp 14 Blue Brightness Regulation
70 000-255 |Lamp 15 Red Light Brightness Regulation [
71 000-255 |Lamp 15 Green Brightness Regulation
7 000-255 [Lamp 15 Blue Brightness Regulation
73 000-255 |Lamp 16 Red Light Brightness Regulation
74 000-255 |Lamp 16 Green Brightness Regulation
75 000-255 |Lamp 16 Blue Brightr';;;s Regulation

Technical parameters

1. Input Power: 100~240V AC 50~60Hz

2. power: 12V/100W;

3.LEDlight: 12 3W warm white point control, 13 sections 156 5730 16 paragraphs 96 full-color RGB
staining light source;

4. Control mode: tandard DMX512 protocol, built-in 20 effects program, with voice-controlled
self-walking mode; Voice control is excellent.

5. Light beam angle: 6 degrees, radiation range: 8 degrees;

6. im frequency: FLICKER FREE up to 10KHz dimming refresh PWM frequency, camera shot without
flashing.

7+ With RDM console to adjust address code function.

8. Bring mobile phone to adjust address M and mobile phone control function interface.



